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0, FOREWORD 

0.1 This Indian Standard ( Part 3/Sec 9 ) was adopted by the Indian 
Standards Institution on 30 July 1986, after the draft finalized by the Solid 
Electrical Insulating Materials Sectional Committee had been approved 
by the Electrotechnical Division Council. 

0.2 This standard is one among the series of Indian Standards which 
deal with insulating varnishes containing solvents. This series consists 
of the following three parts: 

Part 1 Definitions and general requirements 

Part 2 Methods of tests 

Part 3 Specifications lor individual materials 

0,3 This standard ( Part 3/Sec 9 ) covers the requirements for baking 
varnishes with temperature index 130 for coating magnetic core sheets 
(laminations ). 

0.4 This standard specifies optional requirements for density, flash point 
and dilution ability which shall be carried out if agreed to between the 
purchaser and the supplier, and shall be within the limits when com- 
pared with the declared values, applying the tolerances given in 
Table 1. 

0,5 For the purpose of deciding whether a particular requirement of 
this standard is complied with, the final value, observed or calculated, 
expressing the result of a test or analysis, shall be rounded off in accord- 
ance with IS : 2-1960*. The number of significant places retained in 
the rounded off value should be the same as that of the specified value 
in this standard. 

*Rules for rounding off numerical values ( uvistd ). 
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1. SCOPE 

1.1 This standard ( Part 3/Sec 9 ) covers the requirements of baking 
varnishes, containing solvents, with temperature index 130 for coating 
magnetic core sheets ( laminations ). 

2. GENERAL REQUIREMENTS 

2.1 All materials in a consignment shall comply with the requirements 
given in IS : 10026 ( Part 1 )-1981* for colour, conditions of supply and 
shelf life. 

3. PERFORMANCE REQUIREMENTS 

3.1 When tested according to the relevant methods described in 
IS : 10026 ( Part 2 )-1982t, the material shall conform to the requirements 
given in Table 1. 





TABLE 1 


SCHEDULE OF CHARACTERISTICS 






{ Clauses OA and 3A ) 




No. 


PaOPBUTY 


Clause Refe- 

RENflE OF IS : 

10026 ( Part 
2 )-1982» 


Rkquirkment 


Remarks 


(1) 


(2) 


(3) 


(4) 


(5) 


i) 


Density 


3 


± 0-05 of the 
nominal value 


Nominal value to 
be agreed between 
the purchaser and 
the supplier 


ii) 


Viscosity 


4 


± 1 5 percent of 
the nominal 
value 


Nominal value to 
be agreed between 
the purchaser and 
the supplier 


iii) 


Non-volatile matter 


5 


±2 percent of 
the nominal 
value. 40 per- 
cent (Minimum). 


Nominal value to 
be agreed between 
the purchaser and 
the supplier 


iv) 


Drying in thin film 


23 


Non-tacky in 
not more than 
10minat2lO°C 




V) 


Flash point, Min 


7 


23°C 


— 


vi) 


Dilution ability or 
compatibility per- 
cent, Min 


8 


100 


( Continued ) 


^^■" 











•Specification for insulating varnishes containing solvents: Part 1 Definitions and 
general requirements. 

fSpecification for insulating varnishes containing solvents: Part 2 Methods of tests. 
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TABLE 1 SCHEDULE OF CHARACTERISTICS - 


- Contd 


5»L 


Property 


Clause Rkvk- 


Requirement 


Rkmabk* 


No, 




rencb of is : 

10026 ( Pakt 

2 )-1982* 






(1) 


(2) 


(3) 


(4) 


(5) 


vii) 


Stability of varnish 
in an open vessel 


12 


Change in visco- 
sity not more 
than 3 times the 
original value. 
No skin forma- 
tion, precipita* 
tion or gelled 
lumps 




viii) 


Flexibility ( mandrel 


24 


No cracking of varnish shall be 




test ) 




detectable by normal vision 


ix) 


Resistance to trans- 
former oil 
a) Visual exami- 
nation 


15 


No evidence of 
attack 




X) 


Pencil hardness of the 
cured film 


25 


Should not be 
less than 6 h 




xi) 


Resistance to solvent 


2G 


Cured varnish 
tilm shall not 
be removed 




xii) 


Adherence test 


14-3 


Under conside- 
ration ( set 
Note 1 ) 





xiii) Electric strength in 17 

kV/mm, Min 

a) In air, at room 
temperature 

b) In air at 130°C 

xiv) Volume resistivity in 19 

ohm cm, Min 
a) In air 
Thermal endurance 22 



xv) 



50 
35 



I X 10" 
Temperature in- 
dex not less than 
130 (iw Note 2) 



a) Reduction in 
electric stren- 
gth to 12 kV/ 
mm as per 
IS: 11256 (Part 
1 )-1985t or 
b) Loss of mass up 

to 30 percent as 
per IS : 11256 

( Part 2 )-1985J 

Note 1 — The requirement of adherence test shall be incorporated in col 4 later 
on. 

Note 2 — Any one of the methods as given in col 5 may be agreed to between the 
purchaser and the supplier. 
* Specification for insulating varnishes containing solvents: Part 2 Methods of tests. 
fMcthod of test for determination of thermal endurance of insulating varnishes: 
Part I Electric strength method. 

JMethod of test for determination of thermal endurance of insulating varnishes: 
Part 2 By measurement of loss of mass. 
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